Best Power Solution
/

VALVE REGULATED RECHARGEABLE BATTERY
State-of-the-art technology

BP Series:

SUMMARY:

BP Series battery is designed for general purpose, utilizing advanced AGM (absorbed glass
mat) technology, the electrolyte (diluted sulfuric acid) is absorbed by separator(AGM),
safety valve design allows the excessive gas to escape and avoid explosion, BP Series
battery is your reliable power source for all backup power systems

FEATURES:

Sealed & Maintenance free

Safety Valve for Explosion-proof

Wide operation temperature

Lower self-discharge rate

Flexible design for multiple installation position

CONSTRUCTION:

Plates: Pasted Plates(Standard Pb/Ca/Sn alloy)

Separator: Microporous AGM

Container: ABS I
Electrolyte: Diluted Sulphuric Acid

Safety Valve: Rubber(EPDRY), one way pressure release

ELECTRICAL PARAMETERS:

Float charge voltage(25 C): 2.27~2.30V

Boost charge voltage(25 C): 2.43~2.47V

Temperature compensation: -3mV/ C/cell(float), 4mV/ C fcel(cyclic)
Max. charging current: 0.3CA

CONFORM TO
BS6290-4
IEC60896-21/22
IEC61427
IEC60156

APPLICATION:

Off-grid SolarWind System
Uninterruptable Power Supply(UPS)
Electric Power System (EPS)
Emergency backup power supply
Emergency lighting

Data Center

Oiland Gas

Cable Television

Medical Equipment

Railway signal

Aircraft signal

Alarm and Security System
Electronic equipment
Communication Power Supply
Auto control system
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Capacity Range:0.4-260Ah

General Specifications

Model

BPA4S

BPB0S

BPE-13

BPE2S

BP632
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BP&5
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BP1208

BP1213
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BP1266
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BP12.7
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BP129
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BP12-105
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BP12-18

BP1220
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8P12.22

BP12:24

BP12.24H

8P12.28

BP12.26H

8P12-28

BP12.28H

8P6-100

8P6-150

8P6-180

8P6-200

8P6-2005

8P6-225

8P12.33

8P1240

8P12.45

8P12.55

8P12:60

8P12.65

8P12.70

8P12-708

P12

8P12.80

BP12+

BP12:80

BP12-100

BP12-1008

BP12-120

BP12:-1208

BP12-134

8P12-150

B8P12-180

8P12-200

8P12:230
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